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Height adjustment at 1200 mm using wheel align-
ment supports. Telescopic wheel alignment sup-
ports, 1375 mm – 1700 mm (optional).

Safe and convenient storing of runway supports 
in the runway.

Fastening system and locking device for run-
way support.

Set with 
turntables, sliding 
plates, wheel-free 
jack

Set with
turntables and slid-
ing plates without 
wheel-free jack

Set with
wheel-free jack

Sliding plates for wheel alignment

Sliding plates with transverse movement of 
60 mm.

Precision sliding plate
Minimal break-off torque of 5 Nm and minimal 
push force of 15 N, collection grooves for waste 
water.

Modular compensating plate sets for runways
Compensating plate 
sets create a uniform 
drive-over level of the 
runways. Sets come 
with a non-slip coating.

RUNWAY LIFTS FOR WHEEL ALIGNMENT

Runway support

The extended wheel-free jack can be let into the 
compensating plates continuously.
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Light under the vehicle!

RUNWAY SURFACE AND COATING

All runways are cleaned by means of steel grit blasting before coating (electrostatic powder coating) – thereafter a 
phosphate coating is applied. After assembly, the cavities are also preserved.

Additional corrosion prevention measures include:
•	 Zinc spray (corrosion protection) and paint protection (mechanical wear)

•	 Special primer and paint protection (powder coating)

The following can be selected as an option:

Standard powder coating. Powder coating with granulate wheel contact 
surface.

Runways with grating for washing bays and for 
use with studded tyres.

Runways with compensating plates for level 
adjustment to wheel-free jack or wheel alignment.

Runways with wooden coverage for durable wheel 
tread and cutting edge design.

Aluminium clad runways with folded edge for 
improved water run-off.

Rotating LED lighting for easy adjustment of light direction for glare-free vision.
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• One-post swing arm lift with rubber support discs

• Anti-twist SQUARE II post

• Vehicle freely accessible in the sill and engine area

• Support disc height adjustment using a thread and plug-in 
system

• Support arm restraint is automatically self-releasing at 
ground level

1  Accurate positioning of the swing arm support discs
2  Easy drive-on thanks to narrow swing arm carrier (380 mm)
3  High flexibility and safety thanks to MAHA support disc plug-in system

Load capacity 3,000 kg
Adjustable support discs 78 – 109 mm
Crunch and pinch point protection CE stop, audible signal
Power unit kW / V / A 3 / 400 / 16

Safe and smooth lock-
ing of support arms 
using a detent mech-
anism.

ONE-POST LIFT WITH 3.0 t
SWING ARM SUPPORT
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1  Extensions with surrounding chamfered runners
2  Grating for removal of water and dirt
3  Modular system in different extension versions

Load capacity 3,000 kg
Extension range in latch steps 1400 – 2000 mm
Transverse support area 880 – 1820 mm
Rubber pad size 355 x 400 mm
Crunch and pinch point protection CE stop, audible signal
Power unit kW / V / A 3 / 400 / 16

• One-post lift with rubber-padded flat head supports

• Anti-twist SQUARE II post

• Robust lift with rigid assemblies

• Asymmetrical extensions with large lateral adjustabil-
ity and low drive-on height

• Hot-dip galvanised support

When equipment is 
used in washing and 
care areas, please 
note the recommend-
ed maintenance inter-
vals.

ONE-POST LIFT WITH 3.0 t
FLAT HEAD SUPPORT
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SLIFT – a brand of MAHA
Hoyen 20 · 87490 Haldenwang · Germany slift.de

Control via functional column and cable remote control

LIFT CONTROL

Control box installed to the wall (standard) Control box fl ush-mounted (optional)

Mounted to columnControl with cable remote controlControl mounted to a functional column, for positioning as required

Available upgrade versions: Data socket
 Socket, 16A, 400V
 2 additional 230-volt sockets 

E-BOX version for DEUTRONIK, GYS-FLASH and ELTEK charging computer.

Control from the ceiling using E-BOX 
Control in the E-BOX directly at the workstation. With CE declaration and connected 5-meter cable set.

Control on the wall

Membrane keypad with easy-to-operate micro-
switches
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